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ESPCP GENERAL NOTES:
. The escape of sediment from the site shall be prevenfed by the Installation of erosion and sediment
confrol measures and practices prior fo,or concurrent with land dlsturbing activiiles.
- Erosion control measures wlll be maintained at all times.If full Implementation of the approved
plan does not provlde for effective erosion control,addltlonal erosion and sedlment control
- measures shall be Implemented fo control or freat the sediment. source. PETROLEUM STORAGE,SPILLS AND LEAKS
PLAN ALTERATIONS N Thefp/a}rjs pf;;av//}dﬂf hereln do not anticlpate the storage of pefroleum products onsife.T he
. Confracfor shall at @ minimum provide an actlon plan and keep the necessary materlals on sife for
The Erosion Sedimentation and Pollution trol Plan (ESPCP)} T .
Gdg’rgsggs the staged consfrucf/'or? of ?he %orr{?} jgcf based on comnfogrggéi?fqug%o?emgf/%%rgmggg " fhe capture and disposal of any pefroleum product feaks or spllls soclated with the servicing,
refueling or operation of any equipment ufillzed In the work.A copy of |the action plan shall
fechniques. If the Contractor elects fo alfer the stage consfruction be submitted to the Project Engineer and maintalned th b ot Al /
from that shown In the plans or utfllze construction fechniques thf.render this plan 1neffective, operating or servieing qu/ pmegf ?ﬁg// be F anC;/’/f (f/, ﬁ/ffhoﬁhfsep%?j eT%eSanfr Ggg’,sggg‘f/ not
the Confractor shall revise the plans In accordance to Special Provision 161 of the contract, park, refuel,or maintain equipment within stream buffers. (
The Contractor,the Certifled Design Professional and the WECS shall carefully evaluate this plan
prior to commencing land disturbing activities.A major modification or deletion of structurd] If the Confractor elects to store pefroleum products on site,the Contractor shall prepare an ESPCP
BMF’s with a hydraulic component requires a formal revision of addendum  that addresses ihe addlifonal BMPs nesded for onslfe stor age and splll prevention ror Malnfenance and Stabilizatlon Measures
, petroleum products. This plan shall be prepared by a Certlfled Design Professional as required by
the ESPCP and the signature of a GSWCC level-ll-certified design professional. Addlitlonal BMP's may GARIOO002 for Inclusion with these plans.The Contractor’s affention’ 1s| specifically directed to
be added per Speclal Provision 16/ - Confrol of Soll Erosion and Sedimentation. Standard Specification 107-Legal Regulations and Responsibility to the public for additional See Special Frovision 16 and 700 and ofher confract documents for malntenance
TEMPORARY MULCHING requiremenfs and stabillzation megsures
EPD General Permit GAR 100002 stafes that "Ary disturbed area left exposed for a perlod greater : Waste Disposal
than 14 days shall be stabilized with mulch or temporary seeding” - However,the Department SOIL SERIES INFORMATION ..
Where affainable, locate waste collection areas, dumpsters,frash cans and
fypically requires disturbed areas fo be stabllized every 7 days.
T'he construction documents, speclal provisions, or specifications may require mulching more often A proJect specific soll survey and geofechnical Investigation was performed for this project and portable rollers af Ieast 50 reer away rrom Sireers, guffers,warercourses and
than 7 days. can be made avallable upon request.Soll characteristics have been glven| fuil consideration In the sform drains. Secondary contalnment shall be provided around liquid waste
tydrologic analysis,the design of channels and Iinings, selection of tfemporary BMP’s.design of collection areas fo minimize the likelihood of confaminated discharges. T he
VEGETATION AND PLANTING SCHEDULE energy dissipaters,and the in the selection of permanent vegefation and |ferfiilzers. gqnf/’ ocz;or sf;aliffcomp/y dW# gfdfm/fcl?/db/e state and /o.;;a/ g/CJ}?CI;e Sfc;rage; and
} fsposal regulations and obfaln all necessary permits. Solid materials,
All femporary and permanent vegetative practices Including plant specles, planting dafes, seed/ng /'nc/%d/’ng b%/‘/dfng materlals, shall not be disjc/hgrged fo Waters of the Stafe,
‘Fertilizer,/Ime and mulching rates for this project can be found in sectlon 700 of the current RETENTION OF RECORDS unless authorized by a Sectlon 404 Permit
editlon of the Department’s Spec/‘ffcdﬁons cmd other app/icab/e contract documents, special l. The primary permittee shall refaln the following records af the construction sife or the records )
provisions,or landscaping plans. shall be readily avallable at a deslgnated alfernate location From commencement of constructon Inspections
until such fime as a NOT s submitted:
SEQUENCE OF MAJOR ACTIITIES g ﬁ ggg; 877: %é NEO;L’ ’O C;% nog /c%?vm;v f%f??/ 1t edd r)% %P 5 Control Plans ]AC\// Inspections slpc;/iD be c;’o/cum?g;ed c;n the appr?pricfn‘g Deparf;me?f /‘nspecﬂc;?
. = . egimeniarion and ~onurion orms. See Speclal Provision and other confract documents for Inspection
' The Contracfor Is responsible for developing the construction schedule for the project.The c. The desian professional’s report of the results of the I H r(jgn wlth - ;
consfruction schedule for his project shall be submiffed with'the NOIL.A copy of the construction Part V. ff 5, gf pgrm/‘f GGZR/%%%OE ’ o7 1o [hspection copauered I 6ooo ’ F/\?Coi%r/eg? eggm;‘/f?gje nspections. shall confinue unfl fhe Nofice of Fermination
schedule shall be maintalned df the project site. d. A copy of all monitoring Information, results,and reports required by the permit;
e. A copy of all inspection reports generated In accordance with Part IV.D.4.a.0f the permit: /
The project budget Includes sufficient funds for the payment of construction exits.The Contractor f. A co% of all w'o/%ﬁon Sum;?mﬂesg and violation summary reports gef'verafed in chgf?dance with Ngggepgﬁﬁrsfﬁgﬁ régffﬁ‘e/’c:%g ggsgggtof{?r%c]fr gjl// r;/;englpr/gggg; d;g#ﬁ?g? \%‘% e
é % n; iﬁgg?%%’/ le;f@e??;?% / ;Z?g ’ G}Lnle;%?g ng ;’é /é:o#gf ;UC’;?]{? fexh;pe_\r 7’7}6 *‘;pl??’ r ’;?ﬁf / 8”?7 f;”r ;Lhre ) Part lll.D.2.of the permit; and the exception of Trafflc Control and Erosion Control. Continued fallure to
. aciiirare projecr jogisrics,ine Lonrracror 1s Dally rainfall Information collected in accordance with Part V.DA4.allX the permlf. -
also responsible for selecting the location(s) of the construction exiis). 7 / ! “e I Diafie) of The perm ',?,%r ?ggrégf @3@73%%%?@ resuif In non-refundable deduciions as specitied In
INITIAL STAGE 2. Coples of all Nofices of Infent, Notlces of Terminatlion, reports, plans, monitoring reports,
Clearing and Grubbing Operations moniforing Informatlon,including all callbration and malntenance By agreement with Georgla EPD,the Department’'s Construction Englneer wlil be
a - The contractor shall Install silt fence,ype C at the base o all Fll slopes and along records and all original strip chart recordings for conflnuaus monitoring Instrumentation, responsible for the seven day Inpections required for new BMP installations.
stream buffer perimeters prior fo land dlsturbing activities.in areas where siit fence is Eroslon, Sedimentaffon  and Pollution Confrol Plans,records of all
nof feaslble such as parking lots etc.baled straw™ shall be used.Install eroslon control data used fo complefe fhe Notice of Intent fo be  covered by the permit and all other records
check dams as shown in the Erosion Confol Plans In the exsiting ditches. required by this permit shall be refalned by the — permiftee who NON-STORM WATER DISCHARGES
b.- Orange Barrler fence shall be Installed as per the Environmental Commitments Sheet. efther produced or used If for a perlod of af least three years from; the date that the the NOT Is
c. - Consfruction exists shall be installed prior to equlpment enfering the roadway. submiited In accordance with ParfViof this permif. T hese Non-storm water discharges defined In Part lIlA2 of the NPDES Permit will be
d. - All disturbed areas shall be mulched In accordance with GDOT Standard records must be maintalned af the permiftee’s primary place of business or at a designated Identifled after construction has commenced.T hese discharges shall be subject
Specifications and the Erosion Control Plan. alternative locatlon once the construction activity has ceased af | fo the same requirements as storm water dlscharges required by the Georgla
e.- Install Sediment Baslns as shown on the Erosion Confrol Plans. the permiffed sife.Thls period may be extended by request of the EPD af any fime upon written Eroslon and Sedimentation Control Act,the NPDES™ Permit,the Clean Water
. notification to the permittee. | Act,the Manual for Eroslon and Sediment Control in Georgla, Department
gzggg/fc% ero% , rfsTA%éainage nstallation POST-CONSTRUCTION BMP'S Standards,and confract documents.
T o e ot Mot et oas ! alled as por the erasion confrol A1l permanent, post-construction BMP's are shown In the construction plans and in the ESPCP DE-NATERING ACTIVITIES AND USE OF FUMPS
b.- Grading Difches and Slopes. As ditches are graded,!nstall siif fence check dams plan. The post-construction BMP's for this profect may consist of perinanent defentlon ponds, Any pumped dlscharge from an excavation or dlsturbed area shall be routed
In accordance with the Eroslon Control Plans.Mulch all slopes as per GDOT Filfer basins,vegeration, permanent slope dralns and/or flumes, rip-rap|at plipe outlets for through an appropriately sized sediment basin, slif filter bag or shall be
specifications and the Eroslon Control Plans. Install required veloclly dissiparion and outler stabllizarion, vegetated swales/difches where practical, treated equivalently with suitable BMP's. The contractor shall ensure the post
Erosion Control Mats once slopes are constructed to finished grade. Install rip rap around channel/ dlich stabilization with Turf Reinforcing Mdts,rip-rap,and CO”G” efe difch lining where BMP tredted discharge Is sheet Flowing.Fallure to create sheet Flow will
bridge enroll once the bridge construction as been completed. Mulch and seed grass necessary. T he post-construction BMFP's will provide permanent Sfdbl//ZGf/Of? of the site and obligate the confractor fo perform water quallty sampling of thelr pumped
In accordance with the GDOT . Standard Speclfications. prevent accelerated fransportation of sediment and pollutants Info r ece/ ving waters.) discharges.The contractor shall prepare sampling plans In accordance with the
c.- Widenlng Roadway: Temporary Plpe Slope Drain shall be Installed as required while widening ; current GARIOO00Z2 NPDES permif utilizing by a Certifled Design Professional.
operations are undervmy Silt Fence [nstallations with J-Hooks and spurs | No separate payment will be made for water quallty sampling of pump discharges.
FINAL STAGE Silf fence should never be run continuously. The slit fence should furp back [nfo the fill or OTHER CONTROLS
Paving Operations slope fo create small pockets that trap siit and Force stormwater fo flow through the slit fence.
a. - Paving Widened Roadway- Once the pavement has been constructed to the proposed width and fo Thic fechnique,or configuration,is commonly referred to as J-hooks or spurs. The J-hooks The Confractor shall follow this ESPCP and ensure and demonsifrate compliance
the 19mm mix level,femporary and permanent vegefafive practices shall be implemented in order shall be ufllized on dll slit fences that are located around the perfme;‘er of the project and along with applicable State and/or local waste disposal, sanifary sewer or septlc
fo prevent silt from leaving the sfte.in accordance with notes found In the ESPCP General Notes. the foe of embankments or slopes. The J-hooks shall be spaced In Gccordance wlth the system regulations.
b.- Remove Erosion Confrol Check Dams and Install permanenf difch profection Ifems as shown Construction Defall D-24C. The maxIimum spacing of J hooks Is reac:hed when the fop of the ad facent
In the Erosion Confrol Plans. ] downgradient J hook Is at the same elevation ags the boftom of the ad jacenf upgradlent J hook.J 7 he Confractor shall confrol dust from the site In gccordance with Section 16/
Removal of Temporary Ilfems “ Hooks shall be pald for as slit fence Ifems per foot.All cecst and other Incldental items are of the current edition of the Department’s Specifications.
d.- A/}/L fgﬁpfgrgry erosion confrol Ifems shall be removed once accepfdb/e ground cover has been included In cost of Installing and maintaining the siit Fence. :
establishe ‘ ,
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